ADVENTURE
POWER ™

POWERSPORTS BATTERIES

Nominal Voltage 12 Volts
Nominal Capacity (10H-R) 12 Ah

CCA 210
Approximate Weight (With Acid) 9.48 |bs (4.3 kq)

Recommended Maximum

. .. 36A
Charging Current Limit
Equalization and Cycle Service 14.8 VDC/unit Average at 25°C
Terminal Type D

Warranty 1 Year Full Replacement

Physical Dimensions: in (mm)

L:5.31"(135mm) W: 3.50” (89mm) H: 6.56" (166mm)

UPG No. 43025

TX14AHL-BS

Maintenance Free

Equivalent to YTX14AHL-BS
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All data subject to change without notice.

Polarity

UTX14AHL-BS

Front Side

Charging Instructions

Terminals

o Ensure your battery is the correct size for your vehicle.

©This battery is sealed at the factory and is maintenance-free. DO NOT attempt to open to fill this battery.

© Charge the battery fully before installing.

®Never charge the battery with a charger that delivers more than 4 amps of current. Larger chargers will harm the battery.

o For optimum performance, UPG recommends charging and maintaining with the Adventure Power®Maintainer 4000 battery charger.

©This charger maintainer can remain connected to the battery indefinitely.



